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STANDARD EQUIPMENT  
 

 Structure made of extruded aluminium profile 

 Ground steel guides 

 Treated precision rollers 

 Blocking handle 

 Stops can be calibrated on all equipment 

 Available in length : 2000/3000/4000/6000 mm 

 Other lengths on request 

 

GRADUATED GUIDAL - Axial load < 50 KgF  
 

 

 Reading on ruler 

 Run length at demand 

 

 

 

 

 

             GRADUATED GUIDAL – Axial load < 50 KgF 

 

GUIDAL HEAVY REGLET – Axial load < 300 KgF 
 

 Reading on ruler 

 Run length at demand 

 Shock absorber included 

 Option : reinforced double knob 
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GUIDAL LCD – MAX LOAD : 50KG 
 

 Reading LCD display 

 Permanent display 

 Resolution : 0.1 mm 

 Absolute or relative mode 

 Option : Shock absorber 

 5 years autonomy 

 Run length at demand 

 
 

GUIDAL LCD HEAVY - MAX LOAD : 300KG 

 

 Reading LCD display 

 Permanent display 

 Resolution : 0.1 mm 

 Absolute or relative mode 

 Shock absorber included 

 Option : double reinforced button 

 5 years autonomy 

 Run length at demand  


