LIRS ength stops with integrated
measurement

Ref: GUIDAL

STANDARD EQUIPMENT

Structure made of extruded aluminium profile
Rectified steel guides

Precision treated rollers

Locking handle

Quick travel handle

Calibration length stop on any machine
Available in length: 500 to 7000 mm
Joining possible beyond 7000 mm

MULTIPLE USES :

. Linear unit

. Length stop on horizontal roller conveyor
. Front stop on guillotine shears

. Custom calliper for long parts

. Measuring or marking gauge

. Measurement reading on machine

GRADUATED GUIDAL

GUIDAL - Max load < 50 KgF

. Reading on ruler

. Run lenght at demand

GUIDAL LOURD - Max load < 300 KgF
. Reading on ruler

. Run lenght at demand
. Shock absorber included

e Option : double reinforced touch
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LIRS L ength stops with integrated
measurement

Ref: GUIDAL

GUIDAL WITH LCD - MAX LOAD: 50KG

. Digital LCD readout

. Permanent display

e Resolution : 0.1mm

*  Absolute or relative mode
. 5 years autonomy

. Run length at demand

GUIDAL WITH LCD HEAVY - MAX LOAD : 300KG

. Digital LCD readout

. Permanent display

e Resolution : 0.1mm

*  Absolute or relative mode

*  Shock absorber included

. Option : double reinforced touch
. 5 years autonomy

. Run length at demand

GUIDAL - DRILLING KIT FOR pre-drilled bars

. Ideal for pre-drilled bars
. Digital LCD readout
. X, Y, Z settings

. Run length at demand
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